
iOS Installation
3.1 System Requirements

Before installing the Liquid UI Client on your iOS device, it's important to confirm
that your device meets the system requirements for compatibility. Synactive
strongly recommends adhering to the following specifications to ensure a smooth
installation process.

Liquid UI Client Requirements

Version support:

Minimum: iOS 8.0 or above
Optimum: iOS 9.0 or above

Network speed (uses TCP/IP): 50 kbps
Available storage space: 50MB free space
Valid Liquid UI license
Network connectivity to connect to either of the following:

SAP ERP application server
Liquid UI Server

SAP Customization for iOS

To customize your SAP environment, the following items are required:

Valid Liquid UI Server and Liquid UI Client licenses
Liquid UI Developer Toolkit

Liquid UI Server

To perform customizations, you need to install a Liquid UI Server on your desktop.
Please refer to the Liquid UI Server documentation for complete guidance on
installing the server.

Unique solution ID: #1414
Author: Shilpa Sahu
Last update: 2025-05-19 05:38

Powered by TCPDF (www.tcpdf.org)

Page 1 / 1
(c) 2025 Liquid UI | Synactive | GuiXT <dev@guixt.com> | 2025-06-16 01:54

URL: https://www.guixt.com/knowledge_base/content/36/414/en/31-system-requirements.html

https://www.guixt.com/knowledge_base/category/17/server-installation.html
http://www.tcpdf.org
https://www.guixt.com/knowledge_base/content/36/414/en/31-system-requirements.html

